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1 , htbosiictiqiv 

1 .1 Seop« 

This dooument is an update release notice that aooompanles the update tape 
3,11 for Plexus Sys3 3.1. 

This document Is to be used with the Plexus Sys^ 3.,J_ Release Notice ^ 
publication number 98-40054.4. 

1 .2 Orerrlttv 

In addition to this Introduction, this document has the following parts: 

• The format of the update tape 

• How to Install the update tape 

• A supplement to the section "Reloading Sys3" In the Plexus Sys^ 3..i 
Release N0tAQ9 

• The status of all known bugs In Sys3 3,1 

1.3 BMMoas for ITpdato 

This update fixes problems that exist In the original release. The 
Installation of this update tape changes Sys3 3,1 to Sys3 3.11, 

The specific problem/ fixes are as follows: 

• The kernel was not linked correctly on the original Sys3 3,1 release 
tape. Although the user could have relinked the kernel, this new 
update tape automatically links the kernel correctly, 

• On systems with tape cartridge drive, the IMSP was writing Incorrect 
data to the tape cartridge If the disk was simultaneously active, 

• ICP stacks were overflowing, which corrupted CPU-generated addresses 
stored In the ICP's local memory. The resulting requests to Illegal 
host addresses would either hang the system or generate a "panic" with 
a bus or DMA error, 

• Id option did not work, 

• Two hardware-interface kernel bugs have been fixed: 

- The kernel was not consistently checking addresses entered by the 
user. When a user entered a bad address on a system call, the 
system sometimes referenced that address and issued a "panic" 
implicating a system bus error. 
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- The kernel was not correctly cleaning up from hardware-originated 
address traps. After SIGBUS or SIGSEQV error messages, the next 
address fault or bus error encountered by the system would use 
some of the un-cleaned-up information, which sometimes resulted 
in a "panic", 

• This update corrects kernel code involved in downloading the IMSP, The 
corrections allow the system to be used in single-user state before 
invoking iolt states 2 or 7, and also allows use of the antoteot mode, 

• /•to/ioittab had one more active state 2 (i,e, , multi-user) entry than 
the licensed capacities of 16-, 32-, and 40- user systems. As a 
consequence, the system randomly excluded one terminal from receiving 
a login prompt. To correct this, the last state 2 ttj entry in 
/ete/iolttab has been deactivated with the "o" flag, 

1 ,4 Coiirentioas 

This document observes the following conventions for consistency and 
accuracy of communication, 

• Sys3 commands, utilities, programs, etc, are identified by boldface 
type (e,g, , gatty), 

• Operator entry instructions are set off from the rest of the text and 
are in bold face. The <RETDRN> key is to be pressed after each 
command line unless instructed otherwise, 

• Numbers in parentheses after a command name — such as dnldd) — 
indicate the section of the JElSXUa .2X33. M2JL IrSiSraimSL^ S. Manual in 
which documentation for that command may be found, 

• Frequently used abbreviations for various Plexus components (e,g,, 
IMSP) are not redefined here if they are explained in a Plexus 
Engineering Manual or User ^s Manual pertinent to your installation, 

• Procedures have sequential numerals enclosed in square brackets to 
distinguish them from other numbered lists and headings in the 
document (e,g, , [1]), 
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1 ,5 CoatMts of 9pd«t# 

This update consists of a tape containing updated files (most of which 
replace various modules of the Sys3 3.1 release), and this document. 

The files on the update tape are: 

/usr/llb/dnld/lmsc 
/usr/llb/dnld/lcp 
/usr/src/uts/m6 8/llb2 
/usr/src/ut3/m6 8/locore,o 
/bln/ld 
/sys3 

/etc/lnlttab 



2. FORMAT OP THE UPDITE TAP! 

The update tape Introduces file 22 which contains the replacement programs 
listed In the previous section. These files replace your old ones of the 
same names. The rest of the tape contains files 0 through 21 of the Sys3 
3.1 release. 



- corrects autoboot & tape cartridge 

- functionally enlarges ICP stack 

- corrects falsely generated hardware errors 
. n If ft II « 

- corrects link editor for option 

- corrects kernel linking 
. corrects state 2 g«t^s 
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3. HOW TO IHSTALL THE UPDATE TAPE 

If you already have Plexus Sys3 3,1 running on your system, follow this 
procedure to install this update tape. Since this procedure involves 
shutting down your system, be sure to do this procedure at a convenient 
time. 

NOTE: One of the replacement files is /ttto/lnittab. If you have edited 
this file in any way, copy your present version into a temporary 
file to save your changes. After installing the new inlttaby re- 
enter your previous changes based on the temporary file, 

[1] Shutdown your system and bring it to init state 7 as directed in the 

Plexus yger*3 Haimal. 
[2] Login as root, 
[3] Mount the tape on drive 0, 

[4] Position the tape to the file containing the 3. 11 files by typing: 
/usr/pXz/tape sreheof 22 

[5] Ensure that you are in the root directory by typing: 
cd / 

[6] Copy the tape's contents into your system by typing: 

cpio -iBTduB < /deY/mtO 
[7] Ensure that the disk has received the 3. 11 files by typing: 

syno ; syno 

[8] Reboot your system by pressing the <RESET> button. Then bring your 
system back up according to the instructions in your Plexus User * s 
Manual . When your system completes rebooting, your 3. 11 kernel will 
be installed and running. 



Loading the update tape should take less than 5 minutes. 
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4. HOV TO USB THIS TAPE II BELOABHO STS3 3,1 

If your system acquires a new disk, or experiences a catastrophic failure 
such that all software is lost, you will need to reload Sys3 3,1, The 
image of 3.1 i file 20 of your release (or update) tape, must be restored 
according to the directions in the Plexus Sys^ Release Notice . In 
addition, to get the latest versions of all programs, you must reload file 
22 of the update tape using epio as directed in the previous section of 
this document. 



5. KMOVN BUGS II PLEXUS SIS3 3*t 

No new bugs have been reported by Plexus Sys3 3,1, Refer to the Sys3 3,1 
release notice instead. 
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